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Appareils de mesure1.
Kyoritsu2.
Pince de courant de fuite3.

2433

MESUREUR DE COURANT DE FUITE

Caractéristiques générales

Sélecteur de fréquence pour éliminer les effets d’harmoniques
Trois gammes de courant CA : 40mA/400mA/400A
Sauvegarde de l’affichage
Maintien de la valeur de pointe
Mise en veille automatique pour économiser le pile
Conforme à la norme de sécurité internationale IEC61010-1 CAT. III 300V

Accessoires

9097 (sacoche)
R03 (1.5V) × 2
Notice d’utilisation

  Documentation

 Powerpoint mesures de courant de fuite  Catalogue  Fiche technique

https://www.ccinv.be/fr/product-overviewpage?shs_term_node_tid_depth=550000&combine=
https://www.ccinv.be/fr/product-overviewpage?shs_term_node_tid_depth=630000&combine=
https://www.ccinv.be/fr/product-overviewpage?shs_term_node_tid_depth=700000&combine=
https://www.ccinv.be/sites/default/files/product_photos/A11004210.jpg
https://www.ccinv.be/sites/default/files/product_documentation/A11004210_487.ppt
https://www.ccinv.be/sites/default/files/product_documentation/A11004210_986.pdf
https://www.ccinv.be/sites/default/files/product_documentation/A11004210_2033.pdf
mailto:info@ccinv.be
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  Manuels

 Manuel

https://www.ccinv.be/sites/default/files/product_manuals/A11004210_613.pdf
mailto:info@ccinv.be

